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PREFACE

The Michigan legislature passed into law the Michigan Right to Farm Act (Act 93 of
1981, as amended) which requires the establishment of Generally Accepted Agricultural
and Management Practices (GAAMPS). These practices are written to provide uniform,
statewide standards and acceptable management practices based on sound science.
These practices can serve producers in the various sectors of the industry to compare
or improve their own managerial routines. New scientific discoveries and changing
economic conditions may require necessary revision of the Practices.

The GAAMPs that have been developed are as follows:

1) 1988 - Manure Management and Utilization

2) 1991 - Pesticide Utilization and Pest Control

3) 1993 - Nutrient Utilization

4) 1995 - Care of Farm Animals

5) 1996 - Cranberry Production

6) 2000 - Site Selection and Odor Control for New and Expanding Livestock
Facilities

7) 2003 - Irrigation Water Use

8) 2010 - Farm Markets

These practices were developed with industry, university, and multi-governmental
agency input. As agricultural operations continue to change, new practices may be
developed to address the concerns of the neighboring community. Agricultural
producers who voluntarily follow these practices are provided protection from public or
private nuisance litigation under the Right to Farm Act.

This GAAMP does not apply in municipalities with a population of 100,000 or more in
which a zoning ordinance has been enacted to allow for agriculture provided that the
ordinance designates existing agricultural operations present prior to the ordinance’s
adoption as legal non-conforming uses as identified by the Right to Farm Act for
purposes of scale and type of agricultural use.

The Web site for the GAAMPs is http://www.michigan.gov/gaamps.



http://www.michigan.gov/mda

I. INTRODUCTION

The Generally Accepted Agricultural and Management Practices (GAAMPS) for
Irrigation are based on the core principle of stewardship. Stewardship in irrigation
management includes stewardship of water quantity, water quality, soil, plant quality,
and crop yield.

« Stewardship of the water quantity means using water as efficiently as
possible while providing for the crop/landscape water needs. Utilizing
more water than necessary for production of a quality crop is wasteful of
the water resource and can have negative environmental and production
impacts resulting from leaching of nitrogen and possibly pesticides. With
certain exceptions, over-irrigation is when water applications exceed the
guantity needed to replace the soil/substrate moisture deficit. The amount
of irrigation water to apply generally is equal to the total evapotranspiration
since the last irrigation minus any precipitation that occurred during the
period.

« Stewardship of the water quality means being careful to apply water at a
rate that will infiltrate uniformly into the soil/substrate and be properly
stored for crop use while not causing surface runoff or water movement
below the root zone.

« Stewardship of the soil means following management practices that will
sustain and improve soil surface infiltration characteristics and soil
moisture holding capacity through increasing organic matter levels and
biological activity while reducing compaction.

« Stewardship of the crop means managing water to promote plant
establishment, sustain plant development, and foster the long-term
sustainability of the managed landscape system.

« Stewardship of the agricultural sector of the Michigan economy means
producing high-quality crops that maintain and enhance Michigan’s
reputation as a superior supplier in the marketplace.

These GAAMPs do not establish legal criteria to resolve water use conflicts, nor do they
confer priority rights to water use. Individual water users who are concerned about their
rights or abilities to establish new uses or to continue or increase their water
withdrawals are encouraged to consult with advisors at Michigan State University
Extension (MSUE), the USDA Natural Resources Conservation Service (NRCS), the
Michigan Department of Agriculture & Rural Development (MDARD), the Michigan
Department of Environmental Quality (MDEQ), or an attorney versed in this area of law.



. GENERALLY ACCEPTED AGRICULTURAL AND MANAGEMENT PRACTICES

FOR IRRIGATION WATER USE

System Manhagement

Proper management of an agricultural irrigation system is an integral part of GAAMPs.
Six practices contribute to proper system management.

1.

Determine all water applications accurately.

The objective of this practice is to accurately apply a known amount of
water with each irrigation. To do this, irrigators need to accurately
determine the water delivery. Application amount may be determined by
knowing the actual flow delivered when the system is operating at a set
pressure and monitoring time of application. Another method is to have a
flow meter installed that will measure the flow. In addition to indicating the
irrigation application rate and total flow, these meters will also serve as a
warning of possible problems with wells or pumps. On pressurized
systems, the flow meter used in conjunction with a pressure gauge can
show whether the system is performing as it was designed. To be
accurate, flow meters must be installed according to manufacturer’'s
specifications.

Evaluate the irrigation system uniformity.

The objectives of this procedure are to ensure the irrigation system
hardware is in good operating condition and the irrigation system design is
matched to the site conditions. It will also indicate where system
management can be improved so distribution uniformity and overall
potential application efficiency is increased. System uniformity evaluation
involves 1) the overall condition of the system, and 2) how the design and
management of this system work together to achieve high or low
distribution uniformities and application efficiencies. Checklists are
available from NRCS, irrigation dealers, and MSUE, and can be used to
evaluate the overall conditions of the irrigation system and to assure that
all vital components are in place.

Maintain the irrigation system in good working condition.

The objective of this practice is to maximize the potential application
efficiency by maintaining the sprinkler system so that it operates as
designed. An important aspect of uniformity is to make sure every
component is in good operating condition and the nozzles/emitters are not
worn. Regular inspection for obvious equipment malfunctions should take
place. The system should be periodically inspected for leaky pipeline or
riser gaskets. Leaks can result in a significant loss of water. Deep



percolation from leaking pipes could leach nutrients or chemicals to
groundwater. Pressure should be checked in the system regularly.
Pressure variations can be an early indication of problems with a pump
that could indicate a malfunctioning or an incorrectly set valve. Correct
system pressure is essential for efficient operation. Keep a record of
when inspections are made. Systems that link active pumping with
forward movement of the irrigation system can improve water use and
energy efficiency and avoid over-application.

Operate sprinkler systems to minimize drift and off-target
application.

The objective of this practice is to reduce the detrimental effects of wind
on application uniformity and off-target application of water. High winds
can greatly reduce application uniformity and waste water. Avoiding
operation under high wind situations will improve application uniformity
and reduce the potential for water applications to non-target areas. Care
should be taken to avoid drift or direct spraying of water over roads,
adjacent property, or structures. Systems should be both designed and
managed to avoid off-target application that does not fall on the irrigated
field.

Ensure that irrigation system output does not greatly exceed the
infiltration rate of the soil or substrate.

The objective of this practice is to maintain system uniformity and
infiltration into the soil or substrate, and reduce transported sediments and
other pollution to surface water. This is accomplished by ensuring the
application rate of the sprinkler system is lower than the infiltration rate of
the soil or substrate at all times during irrigation. This practice can be
implemented by checking the application rate versus the infiltration of the
soil or substrate and modifying the application rate when it is appropriate
to do so. Runoff can be managed to some extent by applying lower
amounts per irrigation and/or, in the case of container production, by
increasing the gap between the container rim and the substrate surface. If
runoff is noted, reduce the application amount and increase the frequency
of irrigation. Check to see if there is a solil structure problem or if surface
crusting is caused from too large of water droplets being applied. Center
pivot sprinkler systems vary in application rates over the span of the pivot.
The application rates under the pivot center are much lower than the rates
near the end. This is because the field areas covered by the outside
portions are much greater than those covered by the inside. Since the
pivot will pass over a spot much more rapidly toward the outside end of
the pivot, yet apply the same amount of water, the amount applied per
hour is much greater.



Irrigation systems used for container production include traditional
overhead sprinkler systems, flood, trickle or drip, low volume or micro-
systems, and sub-surface. Each system employs technology, equipment,
and materials to satisfy the delivery requirements. It is important that the
application characteristics of the irrigation system match the targeted
plants, production and/or management operations, intake characteristics
of the soil/substrate, and subsequent collection/discharge systems.

6. Provide noise control for engine driven pumping units.

Where an internal combustion engine is used to power a part of the
irrigation system, such as a pump or electric generator, provisions should
be made for sound control. This may be in the form of mufflers specifically
designed to quiet the sound from the engine or sound baffles to minimize
sound carrying toward neighboring properties. Sound travels easily over
water bodies. Placement of engines should be considered carefully with
respect to population density and sound transmission.

Record Keeping

Written documentation of an agricultural irrigator's water applications and management
practices is an integral part of generally accepted agricultural and management
practices.

7. Records should conform to the requirements of the Michigan Water
Use Reporting laws and regulations.

8. Keep records on all system inspections and repairs that influence
uniformity and leaks.

9. Maintain records of regularly calibrated chemigation equipment, if
used.

10. Keep records of the results each time the sprinkler system
uniformity is evaluated.

Irrigation Scheduling

Irrigation scheduling for each field or unit to be irrigated is an integral part of GAAMPSs.
Irrigation scheduling is the process of determining when it is necessary to irrigate and
how much water should be applied during each irrigation event.

Various irrigation scheduling aids exist to help the irrigator keep track of the
soil/substrate moisture balance, determine when to irrigate, and the quantity of water to
apply. However, these aids do not replace the need for good judgment on the part of
the irrigator, who must balance a multitude of factors in managing irrigation, such as:

« Soll variations within an irrigation unit
« Species variations within an irrigation unit



The time from start to finish of an irrigation cycle

The probability of rainfall in the near term future

Stage of plant growth and its susceptibility to a moisture deficit
Wind and heat energy impacts

Potential environmental impacts

Scheduling can be done by manually keeping a running balance of the soil moisture
status in each field or irrigation unit using a balance sheet approach, by using various
instruments to measure soil moisture status and trigger irrigation, or by using a
computerized approach to do the record keeping. All irrigators schedule by some
method, and they should keep sufficient records so that they accurately apply the
correct amount of water.

Irrigation scheduling helps the irrigator determine the appropriate timing and amount of
water to be applied to the growing crop. The primary factors in scheduling are:

11.

Available soil water per unit depth of soil.

Depth of rooting for the crop being scheduled.

Soilless substrates, water retention, and container volume in nursery
operations.

Allowable soil/substrate moisture depletion at each stage of crop growth.
Crop evapotranspiration at each stage of crop growth as determined by
measured evaporation multiplied by the crop co-efficient. The crop
co-efficient relates the actual evapotranspiration for a crop to the potential
evapotranspiration. It depends on the crop development stage, is low
during the initial stage, and reaches a peak at mid-season.

Rainfall in the field.

Avoid applying irrigation water in excess of the quantity of water
needed to replace the soil/substrate moisture deficit in the root zone.

Plant water stress occurs when soil moisture has been depleted below
some critical level, expressed as a percentage of available soil water. For
a particular soil, available soil water is the amount of moisture held
between its field capacity or drained upper limit (the amount of water
retained in the total soil pore space after saturated soil has drained) and
the permanent wilting point (the point at which plants can no longer obtain
water from the soil and thus wilt and die). In Michigan, this difference for
most soils is typically on the order of 0.07 to 0.15 inches of water for every
inch in soil depth (e.g. a 10-inch layer of soil with a 0.13 inches of available
water per inch of soil would contain 1.3 inches of plant available water at
the drained upper limit). The coarser-textured soils more commonly
irrigated in the state fall closer to the lower end of this range. The amount
of available soil water for crops in a particular soil largely depends on its
texture (the proportion of sand, silt, and clay particles), organic matter
content, and the effective rooting depth of the crop in that soil. It may also



12.

13.

14.

vary with depth, as does soil texture. In general, the amount of available
soil water increases with increasing clay content of the soil. For the highly
variable soil textures and types in Michigan, this translates to a typical
range of three to eight inches of plant available water in the top six feet of
the soil profile. However, because losses of yield and quality occur long
before the permanent wilting point is reached, the amount of available soil
water that can be depleted without inducing damage is less than the total
available. This amount is defined as the allowable depletion, and it is crop
specific.

Available water holding capacity data for a specific soil type can be
obtained from USDA/Natural Resources Conservation Service's Field
Office Technical Guide (FOTG), Section Il at http://www.mi.nrcs.usda.gov.
These data can be used to calculate the available soil water within the
rooting depth of a crop grown on that soil. An average or representative
value can then be determined for each field and can be used to calculate
the allowable depletion for the field.

Know the available water for each unit scheduled.
Know the depth of rooting for each crop irrigated.

The amount of water needed for irrigation and the frequency of application
also depends on the crop to be irrigated. Some crops, such as alfalfa,
have a very extensive primary and secondary rooting system that
penetrates to greater depths. The effective rooting depth of alfalfa will
vary from three to six feet, or more depending on soil physical properties
and depth of the water table. Corn also has a very good branching root
system and can effectively use water to a depth of four feet or more.
Soybeans, however, have a tap root system with secondary branch roots
and seldom use water effectively from more than two feet deep. Field
grown nursery stock usually has roots concentrated in the upper two feet
of soil. Lettuce and many other vegetable crops have a very shallow root
system and will rarely use water below one or two feet. Shallow rooted
crops need to be irrigated frequently with small amounts of water, while
deep rooted crops may be irrigated with larger applications of water at less
frequent intervals.

Use container capacity in scheduling irrigation for container grown
crops.

In container production systems, soilless substrates contain a limited
amount of water and roots and are confined to the container volume
(Southern Nurserymen’s Association, 1997). Container capacity refers to
the container’s capacity to hold moisture. It is used to define the



15.

16.

maximum volume of water a substrate can hold following irrigation and
drainage, expressed as the percent water retained relative to the substrate
volume. Container capacity depends on the type of substrate and the
container dimensions. A substrate is a mixture of different components to
provide desired physical and chemical properties for proper plant growth.
Increasing the percentage of fine particle substrate components, such as
peat and sand, increase the moisture holding capacity of a substrate.
However, addition of too many fine particle components can result in
inadequate drainage. Container capacity is also influenced by the
height/diameter ratio of the container. Recommended container
capacities range from 45 to 65 percent, with the resultant available
moisture ranging from 25 to 35 percent.

Weather conditions, the availability of water, the particular plants grown,
and production cycles, are used in determining the scheduling of irrigation.
Irrigation often occurs daily during the season and starts earlier and
extends later in the season compared to traditional field operations.

Know the allowable soil moisture depletion at each stage of crop
growth.

Most soils must be maintained above 40 percent to 65 percent of available
water in the rooting zone to avoid plant stress, and that critical value
varies by crop. During certain stages of crop growth of some sensitive
crops, it is necessary to maintain very uniform soil moisture above 70 to
75 percent of available water, to avoid impacting yield and quality.
Examples are tomatoes during fruit set and potatoes during tuber
formation.

Measure, estimate, or use published evapotranspiration data and
crop co-efficient (when available) to determine crop water use.

For some crops, you may wish to consult an irrigation specialist for
assistance.

Because of the difficulty and expense of direct measurement of available
soil water, most irrigation scheduling is based on an indirect measure. In
this case, irrigation is scheduled according to a water budget in which crop
water use estimated using meteorological measurements is balanced
against water applied as irrigation and measured precipitation. Crop water
use or evapotranspiration is the sum of two forms of water loss —
evaporation from the soil surface and transpiration from the plants.
Evapotranspiration is affected by several climatic factors and plant
characteristics. It increases as solar radiation, air temperature, and wind
velocity increase, and as the size of the plant canopy (leaf area)
increases. It decreases as relative humidity increases and as stomata on



17.

the leaves close in response to water (or other forms of) stress. In
relatively humid climates such as Michigan’s, the most important
meteorological factors in determining the evapotranspiration rate are solar
radiation and temperature.

Even with good evapotranspiration estimation and accounting, the
available water should be monitored in the field or container to determine
when the allowable depletion has been reached. This can be
accomplished by judging the feel and appearance of the soil at depths
throughout the root zone, or by using direct measurement and monitoring
instruments, such as tensiometers, Time Domain Reflectometry (TDR), or
electrical conductivity sensors.

Guides to Michigan crop water use are available from your local NRCS or
MSUE office that provide accurate estimates of water use patterns of
specific crops.

Measure rainfall in each field irrigated.

Natural rainfall and irrigation applications work together to replace water
used by plants. Accurate determination of how much irrigation water is
needed depends directly on knowing how much rain falls in the field where
irrigation is being scheduled. Rainfall events, especially summer storms,
are variable and may drop widely varying amounts of water in locations
that are not far apart geographically. Every field being managed for
irrigation must have a rain gauge in the field in order to accurately manage
irrigation water applications.

Scheduling methods:

Irrigation scheduling programs must be tailored to take into account soils
and climatic conditions at a given location and also the requirements of
different types of crops at different stages of growth. These programs can
then calculate daily depletions of available water, usually from estimates
of evapotranspiration. They also estimate how much water needs to be
added when allowable depletion has been reached.

Irrigation scheduling programs commonly use the following data:

« Allowable depletion (AD) of soil moisture determined for the field or
container.

« Initial AD balance — the portion of AD that is present at crop
emergence, or when irrigation scheduling begins.

« Amount of rain and irrigation water added to the field.

« Daily potential evapotranspiration (ET) estimate based on
calculations done by the manager or obtained from local sources.



Percent canopy cover (or other coefficient) to adjust the ET
estimate when the crop is at less than full cover (These coefficients
are crop specific and adjusted for stage of growth).

The program then provides the following information for management:

ET estimate adjusted for the crop at less than full cover
Current AD balance — the portion of AD present in the field
Projected AD balance for the next 24 and 48 hours

The manager then can decide how much and when water should be applied.
Scheduling recommendations are adjusted to allow for the crops changing water needs
at various growth stages.

Additional Reasons to Irrigate

18. At certain times during the growing season, the need for irrigation
may be compelling even though water applications are not driven by
the need to replenish a soil moisture deficit.

Examples of such other reasons to apply irrigation water include:

a.

Frost protection: Application of water through sprinkler irrigation
systems, during radiation frosts and conditions where the
temperature drops below freezing for a few hours, may prevent
crop damage. As water freezes, it releases heat that keeps the
crop from freezing even though ice builds on the foliage. Irrigation
must be sustained until all the ice is off the plant to prevent the
thawing water from extracting heat from the plant.

Aid in seed germination or transplant establishment: Light
applications of irrigation water may be needed at planting to assist
in seed germination, assist transplants through the shock of being
placed in the soil, and stimulate root movement into moist
surrounding soil.

Aid in herbicide activation: Herbicides require moisture within the
first few days of application to enhance the release of the effective
ingredients. A light irrigation application can be used to provide the
needed moisture.

Reduction of disease: Some disease organisms proliferate under
dry conditions. A timely water application can function as a natural
disease-control agent.

Establishment of post-harvest cover crops: Soil moisture may be
limiting, when cover crops are seeded or irrigation water application
may assist soil contact for seeds, if they are broadcast.



Control of wind erosion in small and emerging crops: Wind erosion
can destroy small, tender seedlings of crops like vegetables and
sugar beets, just as they are emerging, by blowing soil particles
against them and essentially cutting them off. Irrigation to maintain
a moist soil surface can be used to reduce wind erosion.

Post-harvest maintenance of ornamentals: Post-harvest
maintenance refers to care and handling between harvest and
subsequent use, whether use is replanting in continued production
systems or shipping to an end user. Plants are held during this
period as bare-root, balled and burlaped, or in some form of a
container and require appropriate irrigation for the stock type.

Provision of proper soil conditions for harvesting crops: Harvest of
some crops requires soil moisture above a critical level. Irrigation
may be needed to provide proper conditions. Optimal soil moisture
aids in the efficient use of equipment, allows for the ease of soil
separation from roots/tubers in specific crop types, and minimizes
damage to the desired plant part. Soil moisture is especially critical
in the lifting of bare-root seedlings and in harvesting root/tuber
crops and plants with soil balls.

Chemigation: Application of fertilizers and pesticides through
irrigation equipment with properly chosen, usually small, amounts
of irrigation water can be beneficial and reduce field operations
and/or aerial applications. Correct amounts of water can assist soil
incorporation or apply the chemical primarily to the foliage, as
needed.

Crop cooling in special cases: Certain sensitive crops may benefit
from light applications of water through an overhead irrigation
system to wet plant surfaces and keep the plant cooler through
evaporation.

Establishment and maintenance of a water table for sub-surface
irrigation: Sub-surface irrigation is not generally addressed in these
GAAMPs, but application of water through specially designed tile
drainage systems may be used to control the water table in certain
soil conditions and provide capillary movement unto the root zone
of crops to provide their water need from below.

10



Application Practices

Irrigation can be applied at or below the quantity of water needed to replace the
soil/substrate moisture deficit.

19.

Choose irrigation application amounts that will avoid surface runoff
under sprinkler irrigation.

The amount to apply with each irrigation cycle will depend on the soil type
(or container substrate) and its infiltration rate. Runoff can be minimized
when irrigating soil by reducing application rates to not exceed the soil
infiltration rate. By adjusting the frequency and amount of irrigation water
applied, the irrigator should maintain adequate soil moisture within the
rooting zone. More frequent applications of smaller amounts may be
desirable for some crop, soil, and cultural practice combinations. The
application rate at which water can be applied is determined by the
infiltration characteristics of the soil. The actual intake rate varies with soil
structure, organic matter content, tillage practice, and the amount of crop
residue remaining on the surface. Soils with good soil structure, high
organic matter, and plenty of plant residues on the surface have higher
rates of water intake than compact soils low in organic matter or without
residues on the surface. Management practices that include cover crops
and other practices to increase surface residue and soil organic matter,
along with practices to reduce compaction, will help improve infiltration
and soil moisture holding capacity. No-till and conservation tillage result in
higher intake rates than clean tillage.

Leaching of nitrate-nitrogen or any other contaminant into groundwater should be
prevented as much as possible. Manage irrigation systems to minimize nutrient
leaching. The following list of practices may be used to minimize nutrient leaching:

20.

21.

22.

Assure that sprinkler application rates are below the soil infiltration
rate in order to prevent runoff and accumulation of water in lower
areas, which may result in excess infiltration and leaching.

When irrigation is used, split application of nitrogen fertilizer or use
controlled release fertilizer.

Multiple applications will help to ensure that nitrogen is available when
plants need it most and to minimize the amount that can be leached.

Incorporate appropriate backflow-prevention safety devices if a
chemigation system is used.

11



23. Irrigation systems used for applying chemigation should have
adequate interlock and safety systems to prevent over application of
pesticide, fertilizer and water when pumps continue to run and the
distribution system stops moving.

Practical Considerations

Many Michigan soils are variable. Thus, it is necessary to decide which soil type or
which zone in the field should govern irrigation management. This decision may
compromise the moisture stress situation for another soil type in the field. The irrigator
must always consider the time it takes for the irrigation system to complete the irrigation
cycle in any given field. An irrigation cycle may need to be started when part of a field
still has some allowable depletion left in the profile. This decision is made in order for
the system to irrigate the entire field before any segment of the crop has gone beyond
the allowable depletion and moisture stress has resulted. Field soil variability should be
taken into consideration when designing drip irrigation systems. Drip irrigation systems
should be zoned, when possible, with zones designed so that the soil within a zone is
as consistent as possible.

Monitor pumping plant efficiency. The objective of this practice is to maintain the design
pressure and flow in the irrigation system while maximizing energy use efficiency. The
distribution uniformity and the potential application efficiency of many irrigation systems
are dependent on maintaining the design flow and pressure from the pumping plant. If
the flow or pressure during operation are not as designed, something may be wrong
with the pumping plant. The system may not be set up correctly, is being operated
incorrectly, or there may be worn nozzles.

Other management factors that influence irrigation include crop scouting schedules,
crop protectant application schedules, and any restricted entry intervals that must be
observed. For example, growers may use a custom applicator and may not have total
control of the timing of applications, which can complicate irrigation management. In all
of these situations, growers need to consider good stewardship practices, as well as the
crop needs, with the goal of producing profitable yields and acceptable quality, and
promoting environmental stewardship.

[Il. BACKGROUND
The material in this section of the document is educational and informational in nature

and should not be interpreted as containing specific generally accepted agricultural and
management practices. The GAAMPs and their explanation are in Section Il

12



Irrigation in Michigan

The importance of irrigation in agricultural production is recognized worldwide and is
especially important in the United States. Of the total crop production area in the United
States, only 18 percent is irrigated; but the irrigated area produces 23 percent of the
total value of production. For high value crops, the proportion produced under irrigation
is even higher.

In Michigan, only 6.7 percent of our land is irrigated, but the irrigated area produces
primarily high value crops, making the value of the irrigated crops as a percentage of all
crops produced higher than 6.7 percent. High-value crops such as vegetables,
potatoes, seed crops, turf, and ornamentals are almost 100 percent produced and/or
managed under irrigation.

The major reason for irrigation is to minimize or eliminate the negative impacts of
moisture stress and thereby produce a high quality crop at a profit. The goal of
irrigators should be to maximize crop quality and profit while minimizing the effect on the
environment and water resources of the state. Michigan is a water-rich state, but
rain-fed crops often suffer from a moisture deficit during a part of the growing season.
Rainfall records show that Michigan is the driest state east of the Mississippi River
during the critical growing months of July and August. However, annual rainfall exceeds
annual crop and landscape water use. Therefore, there is typically water available to
recharge aquifers and supply surface water needs in rivers, lakes, and wetlands during
other parts of the year. In much of the state, groundwater is abundant and can be used
for irrigation. However, these GAAMPs do not establish legal criteria to resolve water
use conflicts nor do they confer priority rights to water use.

Water used in irrigation replaces water extracted by plants from the soil profile or
substrates in container nursery systems. The main reason that plants use water is to
moderate their temperature and remain in a productive state through evaporative
cooling. Only a very small fraction of the water taken up by plants actually is used in
their metabolic processes such as photosynthesis. Plant growth and associated crop
production are dependent on the ability of the plant to remain within an acceptable
temperature range. If the plant gets too hot, it wilts and dies, or at the very least,
experiences a loss of productive potential. As long as plants can access soil/substrate
moisture, they can transport water to plant surfaces that are exposed to the energy from
the sun and make water available for evaporation from the plant surface (typically the
leaves), thus cooling the plant. If insufficient water is available, the plant then must try
to reduce the energy it is absorbing by curling or dropping the leaf so that less area is
exposed to the sun. When the plant is stressed in this way, it not only is likely to get
warmer than normal, but suffer a reduction in its ability to produce new dry matter,
whether in the form of foliage, floral, fruit, or grain. Irrigation allows the producer to
maintain soil moisture at a level where plants can extract the water they need for
cooling. Thus, the main effect of irrigation is to provide the moisture plants need to stay
cool and productive.

13



Agricultural irrigation water use in Michigan began to develop rapidly in the early 1970’s
with the availability of highly mechanized sprinkler irrigation equipment and the
recognition that in certain low-water-holding soil areas of the state there was abundant
water available. Irrigation could greatly increase production, crop quality, and the
number of crops that could be grown. The ability to irrigate meets contract
requirements to grow certain high value crops, maintains crop production requirements
for a wide variety of commodities, and allows managers to reduce risks. High-value
crops currently grown could not be produced in Michigan without irrigation. Examples
are potatoes, seed corn, vegetables, turf and landscape, and nursery crops. Loss of the
ability to produce these crops would not only jeopardize the farms on which they are
grown, but would have serious adverse economic ripple effects in both the agricultural
and non-agricultural sectors of the economy. Access to irrigation water for these crops
is the keystone in the production of the quality and reliability of yield that Michigan
growers have accomplished.

The amount of water applied through irrigation in Michigan augments natural
precipitation, which ranges from 28 inches annually in northeastern sections of the state
to over 38 inches in far southwestern and northwestern counties. While in some areas
of the country, irrigators may need to provide for the total crop water needs through
irrigation, in Michigan, only some of the plant water is provided through irrigation.
Irrigation water requirements vary greatly depending on the rainfall, the crop grown and
its stage of development, weather conditions, and the water holding capacity of the soil.
There are usually episodes or periods of the growing season when precipitation is not
sufficient to meet crop needs. The ability to irrigate enables growers to effectively
minimize or eliminate soil/substrate moisture deficit periods by increasing the moisture
available for plant growth.

Limitations to utilizing irrigation include the significant capital and energy costs, labor
and management requirements, and the availability of adequate water supplies that are
impacted by a variety of environmental, economic, and legal factors. Most important of
these is the availability of a sufficient supply of surface water and/or groundwater.
Irrigation is concentrated during the summer months when stream flows and lake levels
are at their lowest. This makes careful evaluation of the adequacy of the water source
available at a site before irrigation is started and the subsequent good management of
the water resource very important.

Adgricultural Water Use Reporting and Registration

In accordance with PA 148 of 2003, as amended, and amendments passed in PA 33 of
2006, as amended, all systems with the capacity to withdraw more than 100,000 gallons
per day (70 gallons per minute) average in any consecutive 30 day period are required
to register and annually report their water use. This requirement applies to both surface
water and wells. These laws apply to all agricultural water uses (irrigation, cooling,
animal watering, etc.). Ferms-and+ Information isare available from the MDARD’s Web
site at www.michigan.gov/wateruse reporting mdard or by contacting Abigail Eaton at
(517) 284-5612.
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As of July 9, 2009, proposed new or increased capacity withdrawal users that meet
reporting thresholds must consult the Water Withdrawal Assessment Tool prior to
installation and the use must be registered in accordance with Part 327 of P.A. 451 of
1994. To access the tool directly, go to www.miwwat.org.

As part of the Water Withdrawal Assessment Process, MDEQ is required to inform
registered water users located in areas of potential adverse resource impacts and to
encourage implementation of voluntary measures that would prevent adverse resource
impacts (e.g. private agreements, formation of water user committees, etc.). The
process for water use committees is outlined in Part 327 of P.A. 451 of 1994.

Overview of Existing GAAMPs and their Relation to Irrigation

The Michigan Right to Farm Act, PA 93 of 1981, as amended, states that “generally
accepted agricultural and management practices” means practices defined by the
Michigan Commission of Agriculture & Rural Development. The Act indicates that the
Commission, in developing these practices, shall give due consideration to information
available from:

Michigan Department of Agriculture & Rural Development

Michigan State University Extension

Michigan Agricultural Experiment Station

USDA Natural Resources Conservation Service and Farm Service Agency
Michigan Department of Natural Resources

Michigan Department of Environmental Quality

Other professional and industry organizations

Other GAAMPs mention irrigation. The current Manure Management and Utilization
GAAMPs recognizes (Section Ill) that irrigation is one method whereby manures may
be applied to the surface and indicates that the irrigation must be done in such a
manner that it does not cause ponding or runoff. The current GAAMPs for Nutrient
Utilization discuss irrigation in Section V, Practices 16 and 17. It recognizes that proper
irrigation management can help assure plant growth and yields that are sufficient to
remove applied nutrients and that irrigators should use modern scheduling techniques
to avoid applying excess water that could result in movement of nitrates below the root
zone. The GAAMPs for Nutrient Utilization recommend that irrigation water be applied
in a manner such that after irrigation, some soil water holding capacity remains unfilled
to hold rainfall should it occur shortly after irrigation. Specifically, it recommends that
“irrigation should occur when 40 percent to 70 percent of the available soil water is
depleted, depending upon the soil, crop, and capacity of the irrigation system...” and
that “irrigation water should not fill the soil rooting profile to more than 80 percent” of its
moisture holding capacity. The nutrient management GAAMPSs also indicates that
“irrigators should use multiple applications of N-fertilizer to improve N-efficiency and
minimize potential losses of nitrate-N to groundwater.” It states that “nitrogen fertilizer
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applied through the irrigation system, referred to as fertigation (or chemigation) offers
special advantages to irrigators, and 1) may be applied when the crops demand is the
greatest, and in trickle-irrigated orchards, where roots are the most concentrated; 2) the
technique requires little energy for application; and 3) it is well suited to sandy soils
where irrigation is needed and leaching may be a problem.” The GAAMPs cautions
producers who fertigate should test the uniformity of their irrigation system to assure
that no extremely high or low zones of water application occur. Irrigation systems used
for pesticide and nutrient application must have appropriate back flow prevention safety
devices.

Section VI of the Nutrient Utilization GAAMPs states that “frequent fertilization and
irrigation of container grown plants are needed since common root media lack nutrient
and water holding capacity.” In such conditions, it is important that effective
management practices be adopted to minimize water and fertilizer leaching and/or
runoff.

The current Pesticide Utilization and Pest Control GAAMPSs recognize that chemigation
(application of pesticides through irrigation equipment) is one generally accepted
method for application (Section Il). Section Il, G-6, states that when utilizing
chemigation, the applicator should make a determined effort to “utilize safety measures
including back flow safety devices” to prevent possible contamination of the water
source.

Water Law and Agricultural Water Use

The Michigan Right to Farm Act, PA 93 of 1981, as amended, provides Michigan
farmers with limited protection from nuisance suits. The statute authorized the Michigan
Commission of Agriculture & Rural Development to develop and adopt GAAMPs for
farm operations. Adherence to the GAAMPs does not provide a complete barrier
against lawsuits, but it does give protection from nuisance litigation in many
circumstances. The Act [MCL 286.472, Sec. 2 (b) (iii)] defines “farm operation” as
including:

“The operation of machinery and equipment necessary for a farm including, but
not limited to, irrigation and drainage systems and pumps ...”

It also states in MCL 286.473, Sec. 3 (1):
“A farm or farm operation shall not be found to be a public or private nuisance if
the farm or farm operation alleged to be a nuisance conforms to generally
accepted agricultural and management practices ...”

In addition in MCL 286.473, Sec. 3 (3):

“A farm or farm operation that is in conformance with subsection (1) shall not be
found to be a public or private nuisance as the result of any of the following:
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(@) A change in ownership or size

(b)  Temporary cessation or interruption of farming

(c) Enrollment in government programs

(d)  Adoption of new technology

(e) A change in type of farm product being produced”

These GAAMPs do not establish legal criteria to resolve water use conflicts nor do they
confer priority rights to water use. Individual water users who are concerned about their
rights or abilities to establish new uses or to continue or increase their water
withdrawals are encouraged to consult with advisors at MSUE, NRCS, MDARD, MDEQ,
or an attorney versed in this area of law. Water withdrawal for irrigation purposes has
the potential to impact other adjacent property owners, other riparian surface water
users, and/or the natural resources of the area. Several regulatory programs exist to
consider those potential impacts.

Permits and Regulatory Considerations

MDEQ has the key regulatory and program provisions involving wetlands, lakes, and
streams. The MDEQ administers what is commonly known as the Inland Lakes and
Streams Part and the Wetlands Protection Part of the Natural Resources and
Environmental Protection Act (NREPA), PA 451 of 1994, as amended. This authority
was granted to the MDEQ by the state legislature. The MDEQ also administers Section
404 of the Federal Clean Water Act in the non-coastal areas of Michigan through a
Memorandum of Agreement with the United States Environmental Protection Agency.
Permit applications for construction activities in regulated wetlands, lakes, and streams
are submitted to the MDEQ’s Water Resources Division.

Inland Lakes and Streams, Part 301 of NREPA, requires permits where construction
activities will occur in a lake or stream to facilitate the withdrawal of water. A state
inland lakes and streams permit will generally be required for dredging in the water
body, construction of a structure in or over the stream, stream relocations, creation of a
lake (water body five acres or larger), or creation of a pond within 500 feet of a lake or
stream. Wetlands Protection, Part 303 of NREPA, may require permits where irrigation
activities will result in the drainage of or construction in a regulated wetland. Regulated
wetlands include any of the following:

(&) Wetlands located within 500 feet of other surface waters, or within
1,000 feet of the Great Lakes, regardless of wetland size.

(b) Isolated wetlands larger than five acres.

(c) Other wetland areas deemed essential to the preservation of the
natural resources of the state and where the property owner has been
so notified.

A state wetlands permit will generally be required for work in regulated wetlands where

the project will require grading, filling, construction of dikes, construction of ditches,
and/or the placement of other structures within the wetland area.
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The MDEQ has a Wetland Identification Program (WIP) whereby a person can request
the wetlands be identified and their regulatory status is determined. The findings of the
MDEQ under this program are guaranteed for a three year period. Application forms for
a WIP assessment can be obtained at the MDEQ website at
www.michigan.gov/deqwetlands.

State wetland inventory maps which combine information from the Michigan Resources
Information System (MIRIS), the US Fish and Wildlife Service National Wetland
Inventory maps (NWI), and the USDA Natural Resources Conservation Service soil
surveys are available at the County Register of Deeds, the County Clerks office, the
County Extension Service, and at the MDEQ Web site: www.michigan.gov/degwetlands.

Additional background information relating to GAAMPs can be found at:
http://www.egr.msu.edu/bae/water.

18


http://www.michigan.gov/deqwetlands
http://www.michigan.gov/deqwetlands

IV. REFERENCES

Davidson, H. Mecklenburg, R., Peterson, C. Nursery Management, Administration, and
Culture. 4™ Ed. Prentice Hall, Englewood Cliffs, New Jersey, 2000.

Green, J.L. Practices To Minimize Contamination of Groundwater and Runoff Water in
Production of Container—Grown Plants: A Literature Review. Horticulture Department,
Oregon State University, 1998.

MCARD. 2015. Right to Farm. Generally Accepted Agricultural and Management
Practices for Manure Management and Utilization. Michigan Commission of Agriculture
& Rural Development.

MCARD. 2015. Right to Farm. Generally Accepted Agricultural and Management
Practices for Nutrient Utilization. Michigan Commission of Agriculture & Rural
Development.

MCARD. 2015. Rightto Farm. Generally Accepted Agricultural and Management
Practices for Pesticide Utilization and Pest Control. Michigan Commission of
Agriculture & Rural Development.

MDEQ. Irrigation Water Use in Michigan. A report prepared by the Michigan
Department of Environmental Quality Office of Water, 2004.

MWPS — 30. Sprinkler Irrigation Systems; first edition. A handbook from the Midwest
Plan Service, Ames lowa, the Agricultural Engineering Department, Michigan State
University, 1999.

Southern Nurserymen’s Association. Best Management Practices — Guide for
Producing Container Grown Plants. Southern Nurserymen’s Association, 1997.

Stark, J. C., McCann, I. R., Westermann, Izadi, D. T., B. and Tindall, T. A., 1993.
Potato Response to Split Nitrogen Timing with Varying Amounts of Excessive Irrigation.
American Potato Journal, 70:765-777, 1993.

State of Michigan. Water Resources for the Future. Report of the Great Lakes and

Water Resources Planning Commission. Commission report to Governor William
Milliken. September, 1987.

19



REVIEW COMMITTEE

Listed below are the annual review committee members for the Generally Accepted
Agricultural and Management Practices for Irrigation Water Use.

Steve A. Miller, Chair
Biosystems & Agricultural
Engineering Dept, MSU
218 Farrall Hall

Michigan State University
East Lansing, M| 48824
(517) 353-4456
mill1229@msu.edu

Jeff Andresen

State Climatological
Department of Geography
Michigan State University

673 Auditorium Road, Rm 236A
East Lansing, Ml 48824-1117
(517) 432-4756
andresen@msu.edu

Joel Annable

Peerless-Midwest, Inc

574-254-9050

Joel.annable @peerlessmidwest.com

James Clift, Policy Director
Michigan Environmental Council
119 Pere Marquette Dr., Suite 2A
Lansing, Ml 48912

(517) 487-9539
james@environmentalcouncil.org

Josh Crandall
USDA-NRCS

Centreville, Ml 49032
269-467-6336
josh.crandall@mi.usda.gov

Tom Dudek

MSUE - Horticulture and Marketing
333 Clinton St.

Grand Haven, Ml 49417

(616) 846-8250

dudek@msu.edu

Abigail Eaton

Michigan Department of Agriculture
and Rural Development
Environmental Stewardship Division
P.O. Box 30017

Lansing, Ml 48909

(517) 284-5612
eatona@michigan.gov

Tom Fernandez

Department of Horticulture, MSU
A288 Plant and Soil Sciences Bldg.,
East Lansing, M| 48824

(517) 355-5191 ext. 1336
fernan1l5@msu.edu

Amy Frankmann

MI Nursery & Landscape Industry
Assn.

2149 Commons Parkway
Okemos, MI 48864

(800) 879-6652

am mnla.or

Ron Goldy

SW District Vegetable Agent, MSU
Michigan Vegetable Growers

1791 Hillandale Rd.

Benton Harbor, Ml 49022

(616) 944-1477, ext. 207

goldy@msu.edu

Lowell Graber

Filmore Irrigation, Inc.
16700 Heimach Road
Three Rivers, Ml 49093
LGraber@fillmoreeq.com
269-273-6794

Mike Gregg

Michigan Department of Agriculture
and Rural Development
Environmental Stewardship Division
P.O. Box 30017

Lansing, Ml 48909

(517) 284-5622
greggm@michigan.gov

Don Gregory

Michigan Fruit Growers
10351 E. Solem Rd.
Suttons Bay, Ml 49682
(231) 271-8278

cherrybo@gtii.com

Bill Guertal

United States Geological Survey
6520 Mercantile Way, Suite 5
Lansing, Ml 48911

(517) 887-8903
wguertal@usgs.com

20

Fred Henningsen

Great Lakes & Water Resources
Comm.

23600 Findley Rd.

Sturgis, Ml 49091

(616) 467-7426
anitahenningsen@earthlink.net

Lyndon Kelley

MSUE - St. Joseph County
612 E. Main St.
Centreville, Ml 49032
(269) 467-5511
kelleyl@msu.edu

Ben Kudwa

Michigan Potato & Carrot Growers
13109 Schavey Rd.

DeWitt, Ml 48820

(517) 669-8377
ben@mipotato.com

Andrew LeBaron
Michigan Department of
Environment Quality
Water Resources Division
Lansing, Ml
(517)-241-1435
lebrona@michigan.gov

Dave Lusch

Institute of Water Research
Michigan State University

673 Auditorium Road, Rm 212
East Lansing, Ml 48824-1117
(517) 355-8497
lusch@msu.edu

Bruce MacKeller

MSUE - St. Joseph County
612 East Main St.
Centreville, Ml 49032
(269) 467-5511
mackella@msu.edu

Laura Campbell

Michigan Farm Bureau
7373 W. Saginaw Highway
Lansing, Ml 48917
(517)-679-5332
Icampbe@michfb.com

Ben Russell

Michiana Irrigation Association
66164 Constantine Rd.
Constantine, MI 49042
(877)-825-0643


mailto:mill1229@msu.edu
mailto:andresen@msu.edu
mailto:Joel.annable@peerlessmidwest.com
mailto:james@environmentalcouncil.org
mailto:josh.crandall@mi.usda.gov
mailto:dudek@msu.edu
mailto:eatona@michigan.gov
mailto:fernan15@msu.edu
mailto:amyf@mnla.org
mailto:goldyr@msue.msu.edu
mailto:LGraber@fillmoreeq.com
mailto:greggm@state.mi.us
mailto:cherrybo@gtii.com
mailto:wguertal@usgs.com
mailto:anitahenningsen@earthlink.net
mailto:kelleyl@msu.edu
mailto:ben@mipotato.com
mailto:lebrona@michigan.gov
mailto:lusch@msu.edu
mailto:mackella@msu.edu
mailto:lcampbe@michfb.com
mailto:lcampbe@michfb.com

